
Architectural Specification – Short Form
Technistone Quartz Surfacing Tiles and Slabs

Part 1 – General
1.1   Section Includes
Installation methods and materials required for Technistone quartz engineered (tiles) and (slabs) including setting
beds, grouting, and control and expansion joints.

1.2   Submittal
A. Submit under provisions of Section (01300). (_________)
B. Shop Drawings: Indicate junction with other materials, expansion and control joints, layouts, patterns, 

color arrangement and installation (and setting) details.
C. Product Data: Provide data on material characteristics and the use of adhesives and grouts.
D. Samples: Submit (duplicate) 12”x12” (30.5 x 30.5 cm) samples of each type, thickness and finish of all 

quartz material and adhere to tile backer board.
E. Maintenance Data: Submit under provisions of Section (01700) (__________) including recommended 

cleaning and maintenance materials.

1.3   Delivery, Storage and Handling
Deliver, store, protect and handle products under provisions of Section (01600). (_________)

1.4   Environmental Requirements
Maintain air temperature and structural base temperature at installation area at not less that 50°F (10°C) or more
than 95°F (35°C) for 48 hours before installation, during installation and for 7 days after installation.

1.5   Extra Materials
Provide under provisions of Section (01700) (_________), minimum (2%) of gross area for each type, color and lot
number of each installed product.

Part 2 – Products
2.1   Manufacturer
Engineered stone products shall be like those manufactured by TECHNISTONE, a.s. Brat?í Štefan? 876, 500 03
Hradec Králové, The Czech Republic, Phone #42-49-42322, 42323, Fax #42-49-5410179; like means “as equal to”
(as defined in 2.07A 3 below) but specifically not “alternate to.”

2.2   Engineered Quartz Materials
A. Only materials which contain 90-93% hard aggregates (quartz, granite or mirror) bonded with 7-10% 

resins and environmentally safe, colorfast pigments and meet all the specifications of Technistone with 
regard to physical strength, chemical resistance, cleanability and appearance is by definition an “as 
equal”.  All other products are “alternate.”
Please refer to ASTM Test Results in the Technistone Technical Binder.

1. Slab Size: 53”x 120”x 3/4” or 1 1/8” (135 x 305 cm x 2 or 3 cm)
2. Tile Size: 12” x 12” x 3/8” (30.5 x 30.5 cm), 16” x 16” x 3/8” (40.6 x 40.6 cm)

24” x 24” x 3/8” (61 x 61 cm)
3. Finish: (Polished) (Semi-Gloss) both are easy to clean, low maintenance cost finishes. 

(Honed) requires 10-30% more maintenance. See Technistone Technical Binder for details.
4. Color: Field color (_______), Accent Color (________) and (________), as identified by the  

manufacturer.



2.3   Mortar Materials
A. Mortar Shear strength Specification

All mortars used with Technistone, whether thin set, mortar bed, or otherwise, must meet the ANSI 118.4-
1992 specification and tests for “Shear Strength to Impervious Ceramic Mosaic Tile” which calls a 
minimum shear strength of the mortar to the tile of 200 psi.

B. Manufacturer (_________), Product (_______).
C. Portland cement per ASTM C-150, Type 1, grey or white.
D. Sand per ASTM C-144 for mortar and grout, clean, graded and passed through a #16 screen (1.25 mm)

mesh.
E. Water: Potable and free of minerals detrimental to mortar and grout mixes.
F. Latex Portland Cement Mortar: per ANSI A-118.4, modified Portland cement thin set mortar and 

polymer OR Latex Hydraulic fast setting and curing, two component formula, as made for use with 
quartz engineered stone products.

2.4   Adhesive Materials
A. Manufacturer (_________): Product (_________)
B. Organic Adhesive: per ANSI A-136.1, Type 1 non-flammable, synthetic, resin-emulsion based adhesive

for interior wall applications OR chemical resistant, water cleanable, tile-setting and grouting epoxy
adhesive per ANSI A-118.3.

C. Color Admixture: Manufactured by (_______), (site mixed), (______) type and color (______).

2.5   Accessories
A. Metal lath – per ASTM C-847, flat, expanded type weighing 2.5 pounds per square yard (1.4 kg / sqm).
B. Reinforcement Wire Fabric – per (ASTM A-82), (A-185), (galvanized), welded wire fabric, wire mesh

size 2”x2” (50 x 50 mm), mesh 16/16 (1.5/1.5 mm) (_________).
C. Cleavage Membrane – Reinforced Asphalt paper or 4 mil, (0.10 mm) Polyethylene per ASTM C-171.
D. Joint Sealant: Single compound silicone rubber.

Part 3 – Execution
3.1   Examination

A. Verify substrate provisions of Section (____________).
B. Verify that the surfaces are clean and free of any residue that will prevent bonding.

3.2   Preparation
A. Protect surrounding areas from damage.
B. Vacuum and/or mop surface to insure clean, dry surface.

3.3   Installation – General
A. Mix and use setting materials and grout according to the recommendation of the manufacturer.
B. Cut and fit Technistone without damage to exposed faces and edges. Accurately form intersections and 

returns and finish all exposed corners and edges.
C. Layout slabs and tiles so perimeter units are no less than 1/2 of original size. Joints between slabs and tiles

must be uniform, plumb, straight and flush.
D. After setting material is dry, “sound” material to find any areas lacking setting material or including a 

broken bond.
E. Allow material to set up for a minimum of 48 (________) hours before grouting.
F. Grout joints in accordance to ANSI A-108.10.
G.  Clean installed surfaces after installation, after installation of grout and after grout has cured.
H. The maximum surface tolerance is (1:800). (________)



3.4   Installation – Thin Set Method
A. Install material and grout to floor substrate in accordance to TCA Detail F(_______) and finish to match

approved sample.
B. Install material and grout to wall substrate in accordance to TCA Detail W(_______) and finish to match

approved sample.

3.5   Installation – Mortared Method (See Section 2.08A “Mortar Materials”)
See also Technistone Technical Binder Section 5.1.4 and 5.1.5 for further precautions on Mortar Method.

A. Install material and grout to floor substrate in accordance to TCA Detail F(_______) and finish to match
approved sample.

B. Install material and grout to wall substrate in accordance to TCA Detail W(________) and finish to
match approved sample.

3.6   Expansion and Control Joints
A. Provide expansion and control joints in accordance to TCA Detail EJ-171, (_________).
B. When installing material, honor all expansion and control joints in substrate.
C. Carry expansion and control joints through installation, keep joints clean of mortar and grout and fill

tile joints with silicon of the same color as the grout.

3.7   Cleaning
Clean material according to instruction in Technistone Technical Binder, Chapter 6 “Maintenance.”

3.8   Sealing
A. No sealer is necessary on polished, semi-gloss and honed finishes. 
B. Finishing – Most Technistone engineered stone products do not need sealers or finishes except for

polished Starlight Colors. See Technistone Technical Binder for information on maintaining gloss on
Starlight Colors.

3.9   Protection
A. Protect finished work against weather, freezing and immersion in water for at least 21 days after 

completion of the work.
B. Floors – Protect floors from foot traffic for at least 24 hours and general traffic for at least 72 hours after

installation. Prohibit heavy traffic on floors for at least 7 days after installation. Grout release is 
generally not needed for polished, honed, and semi-gloss tiles (consult grout manufacturer for specific 
grout release requirements). 

C. Walls – Protect walls from impact, vibration and hammering on adjacent walls for at least 14 days after 
installation.

3.10   Schedule
Provide a schedule when several different TCA Handbook detail numbers apply, variable conditions, or several
different installation techniques occur.

Terrazzo & Marble Supply Companies 
Bloomington,  MN                        
Chicago, IL                                           
Farmington Hills, MI                       
Wheeling, IL                  

952.829.7244
773.471.0700
248.478.2711

847.353.8000

77 South Wheeling Road
Wheeling, IL 60090
Local: 847.353.8000  
Toll-Free: 877.TM.SLABS
Web: www.tmsupply.com


